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CEFAL I THISTHI STANDARD PRACTICE COVERSCOVER THE HANDLING AND DISPOSAL OF UNUSEABL

DISTRIBUTION AND STATION POWER CAPACITORSCAPACITOR WHICH CONTAIN KOKNRELPOLYCHLORIN
EIPHECTYL OR C3

2 PRACTICALLY ALL OF THE POWER CASCITOSSCASCITOS ON PUGETSPUGET SYSTEN AS OF TH END OF 1976

ARE FILLED WITH PC3 ALL OF THE CAPACITORSCAPACITOR PURCHASED AFTER ABOUT AUGUST 1976
ARE FILLED WITH RONPC3 LIQUID

3 PC IS DERRINENTAL TO CERTAIN NARINA LIFE AND NUST BE KEPT OUT OF THE WATER SYSCEN
CONCENTRATIONSCONCENTRATION AS BY AS FEW PARTSPART PER TRILLION ARE CCNSIDERED TO REORESENT
CONTANLAATFAN BY CLEAN WATER STANDARDS PCS IS TIADE BY LONSANTO CHCAL CO
UNDER THE TRADE SANE AROCLOR IT IS ALSO REFERRED TO BY ELECTRICAL ANUFACTURNRSANUFACTURNR
AS ELCNEX PYRANOL AND INERTEEN CAPACITORSCAPACITOR WHICH HAVE RUPTURED CASOSCASO BROKEN

BUSHINGSBUSHING OR ARE LEAKING IN ANY RNNER NUST BE HANDLED ACCORDING TO THIN PRACTICE
TLCSSTLCS IT IS POSITIVELY KNOWN THAT DO NOT CONTAIN PCB COROOUTDA

DLI 1 UPON RENOWAL OF POVER CAPACTTR TEN PUGACSPUGAC AYSTCN IT SHALL BE ITREDGTE1Y
SHORTCIRCUITED WITH AWC SOLID WIRE AND SHALL BE INSPECTED FOR ANY LEAKAGE
OF FLUID THE FLUID WILL APPEAR TO BE AN OIL SUBSTANCE CAPACITORSCAPACITOR THAT ARE

CRACKED RUPTURED OR LEAKING SHELL BE IRDIVIDUALLY WRAPPED IN PLASTIC SHEETSSHEET AS
SOON AS POSSIBLE AFTER BAING AGAD THE PLASTIC SHEET SHALL HAVE IUIU
THICKNESSTHICKNES OF 4MILE SEE FIGRE 1 THE WRAPPED UNIT SHALL BE KEPT IN AN UPRIGHT
POSITION

2 THE CAPACITORSCAPACITOR SHALL BE PLATED ON WOODEN PALLET AND STORED IN DES1GNTGD
ISOLATED LOCATION

3 USE DISP3SABLE GLOVESGLOVE ITT HANDLING LEAKING CAPACITORS ANY SPILLED FLUID IS TO BE

PICKED UP USING ZORBALL ABSORBENT RATERIAT CLOTHESCLOTHE HANDSHAND AND UTNSTLSUTNSTL VHICT
HAVE BEAN WETTED BY THE ASKARCI SHNLI BT WIPAD CLEAN AND DRY WITH RAGSRAG OR PAPER
TOUELS THE RAGSRAG TOWELSTOWEL GLAESGLAE AND NBSATBNT RATERIAT SHALL BE PLACED IN PLASTIC
BASSBAS ARD DIPOSD OF ALONZ VITA THE CAPACITORS

SLPIIC KHEN THE PALLET IS FULL IT SHALL BE BANDED AS SHOVN IN UIGRE AND SENT TO CENERAT

STORESSTORE KENTON FOR FINAL DISPOSAL CARE SHALT BE TAKEN DURING BANDING AND OTHER
HANDLN TO AVOID CUTTING TEARING OR PUNCTURING THE PLASTIC WRAPING THE WRAPPED
CAPACITORSCAPACITOR OR CAUSING ANY LEAKAGE IRA THOSE CAPACTTOSCAPACTTO THAT ARE NOT WRAPPED

DISPOSAL 1 UPON RECEIPT AT CENERAL STORESSTORE THE PALLET SHALL BE STORED IN DSTTTTED ISOLATED
AREA SAD RCSOURCE RECOVER CORRRRATION SHALT BE CALLED TO PICK UP THE CAPACITORSCAPACITOR FOR
TCNOVAL TO THE FINAL DISPOSAL SITE

2 THE HANDED PALLET AND CAPACITORSCAPACITOR SHALT LOADED ON THE DISPOSAL CONSNYSCONSNY TRUCK
AND TAKEN TO THE DLZPOSAL SITE THEREFORE IT RECORENDED THAT PALLET OF
EDRINUN VALUE BE AELECTED FOR THISTHI USE
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